
Specifications 

 

 

 WN-500HC WN-650H/ 
WN-650HC 

WN-750H/ 
WN-750HC WN-900HC  WN-1000H 

WN-1000HC 

Power Supply 110V 110V 110V 110V 110V 

Power (watts) 600 800 1000 1200 1400 

Weight (lbs.) 27 33 35 40 42 

Sealing 
Length 19.75 25.75 29.75 35.5 39.75 

Cutting 
Length 07-64Ɛ 13-64Ɛ 17-64Ɛ 23-4Ɛ 27-4Ɛ 

Dimensions 
(W x L X D) 17Ɛ w 4Ɛ w 8-64Ɛ 23Ɛ w 4Ɛ w 8-64Ɛ 27Ɛ w 4Ɛ w 8-64Ɛ 33Ɛ w 4Ɛ w 8-64Ɛ 37Ɛ w 4Ɛ w 8-64Ɛ 

wn-series 
 

WN-Series Hand Sealers with Cutters are the same as the WN-Series 
Hand Sealers except with a cutter unit attached to the right side of the 
sealing bar.  These sealers `qd hunqx hm bnknq `mc `qd `u`hk`akd hm 1/Ɛ+
15Ɛ+ 2/Ɛ+ 24Ɛ+ `mc 3/Ɛ vhsg ` btsshmf kdmfsg ne 07-64Ɛ+ 13-64Ɛ+ 
17-64Ɛ+ 23-4Ɛ+ `mc 27-4Ɛ qdrodbshudkx- Sgd ak`cd btsr 
`ooqnwhl`sdkx /-51Ɛ-/-64Ɛ eqnl the seal.  A matching film roller is 
`krn `u`hk`akd vhsg sghr rd`kdq rdqhdr- Sgd l`mte`bstqdqƍr  
replacement kit includes 3 elements and 1 blade.  
 
 

WN-Series Hand Sealers offer a longer sealing length and 
`qd hunqx hm bnknq- Sgdrd rd`kdqr `qd `u`hk`akd hm 15Ɛ+ 2/Ɛ+  
`mc 3/Ɛ vhsg ` 1-6ll rd`k vhcsg- @ l`sbghmf ehkl qnkkdq hr
available.  The sealer and film roller are steel constructed  
(including the base) for quality and durability.  The 
l`mte`bstqdqƍr qdok`bdldms jhs hmbktcdr 2 dkdldmsr- 
  

hand sealers 
WN-650H, WN-750H, WN-1000H 

WN-500HC, WN-650HC, WN-750HC, WN-900HC, WN-1000HC 
hand sealers with cutters 

 

 

 All metal construction 
 Available in 20”, 26”, 31”, and 42” 

 Heavy duty 
 Available with or without film 

separator & film perforator 

film roller 

Long HandSealers 

*Option: Round elements are available for cut and seal application. 

Easy to Operate: 
Simply set the timer, insert the bag 

between the sealing bar, press down the 
seal bar, & release.  For sealers with 

cutters, slide the cutter across the bag 
while holding down the seal bar to seal 

the bag. 
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